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e Advanced construction of sealing edge en- e High quality speech insert membrane allows Ministry of Defenses of
sure perfect face fit tightness easy communication on high quality level s Czech republic B3 Saudi Arabia

e Facepiece material enable using due long ® Possibillity to equip with our unique voice am- = Egypt Kazakhstan
periods in any weather conditions plifier through exhalation cover _sRomania == North Macedonia

e 3 sizes providing secure and comfortable fit
for all facial shapes and sizes

e Stretch Stripes of textile Head harneﬁs l -
tem provides comfortable wearin ] :
e Compatibility with helmets an pr
S

The OM-90 mask is a type of mili-
tary protection mask. Together wit -‘f-«" :
an appropriate filter or breathing
apparatus it protects user's face, : -

eyes and breathing organs against CTIONAL RELIABILITY
chemical, biological, radiological = '

and nuclear (CBRN) agents in
of gases, vapours and solid or liq-"
uid aerosols. T

from-30°Cto+70°C

e Mask can be use in environment with the oxy-
gen content of air in minimum 17% volume

e Brombutyl rubber provides outstanding resist-
ence against CBRN agents penetration

FILTRATION

e Filter connections threads type - Rd 40x1/7"
in accordance with EN 148-1 (NATO standard) R E T

® Possibility to mount filter on 2 sides to make it
easier to aim a gun for both right-handed and
left-handed persons
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e Period of use is limited by efficiency of mount- G”mar ”y Z”b’ ’

ed filter type. This can be advanced by spare 2ty v
filter replacing during the usage
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TECHNICAL DATA
Weight

Number of sizes

Binocular field of view 24 %

Tightness Drop max. 100 Pa/min. under vacuum 1 kPa

Carbon dioxide content of inhaled air Max. 0,9 %

Functional realiability From -30 °C up to + 70 °C
Humidity

BREATHING RESISTENCE

-

MATERIALS

Facepiece Brombutyl rubber, non-irritating

Visors Silicate glass

Speech diaphraghm PET

WARRANTY a

5 years warranty is providing in case of compliance with storage rules
according to the Direction for use.

YEARS
WARRANTY )
The warranty period for use starts with the first opening of the original o
package and is provided only when observing conditions stated in the _:;
MONTHS Direction for use of the protective mask. . x
N
STORAGE AND SERVICE LIFE b e

20 years from the date of production, with respecting conditions mentiond in Direction for use. —
The manufacturer recommends to carry out inspection of inhalation and exhalation valves and
leak-tightness test of the mask every 5 years during storage.

CERTIFICATION

OM-90 is certified according CSN EN 136 (Class Ill and the CSN EN 148-1.)
NATO Stock Number (NSN) of the OM-90 set: 42 40-16-000-82 32.
Certification body: Research Institute of Occupational Safety, v.v.i., notified body 1024, Prague 1.

The certification was performed according to
the certification scheme of Regulation (EU)

2016/425 Module B.
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